






Powered Sub Passive Speakers
QM 600AS QM 1000A QM 108 QM DC10 QM DC12 QM 12MP QM 12FR

Power Handling (Nominal)   200W 250W 300W 500W 500W

Frequency Response +/- 3dB 40Hz-80/200Hz 40 Hz - 80/200Hz 80Hz - 20kHz 75Hz - 18Khz 69Hz - 18Khz 65Hz - 20Khz 55Hz - 20Khz

MaximumSPL@1m 127dB 127dB 120dB 123dB 126dB 128dB 129dB

Sub Amplifier Power 650W 650W      

Mid / High Amplifier  2 x 200W  
8 ohms      

Subwoofer 1 x 15” 1 x 15”

Impedance   8 ohms 8 ohms 8 ohms 8 ohms 8 ohms

Connections 2 x XLR In 
2 x XLR Out

2 x XLR In 
2 x XLR Out 
2 x Speakon 
NL4

2 x Speakon 
NL-4

2 x Speakon 
NL-4

2 x Speakon 
NL-4

2 x Speakon 
NL-4

2 x Speakon 
NL-4

Midrange Woofer
1 x Quest 
designed  8” 
Woofer

1 x Quest 
designed  10” 
Woofer

1 x Quest 
designed  12” 
Woofer

1 x Quest 12” 
high powered 
mid-bass 
woofer

1 x Quest 12” 
high powered 
mid-bass 
woofer

Tweeter Driver 3/4”

Driver 1” centre 
mounted in a 
dual concentric 
horn

Driver 1” centre 
mounted in a 
dual concentric 
horn

High powered 
Driver 1.4” 
Throat exit with 
3” voice coil

High powered 
Driver 1.4” 
Throat exit with 
3” voice coil

Directivity 90º x 60º CD 
Horn

Conical horn 
90x90 degrees

Conical horn 
90x90 degrees

90x60 Bi-Radial 
horn

90x60 Bi-Radial 
horn

Operating Temperature Range -10ºC to 55ºC -10ºC to 55ºC -10ºC to 55ºC -10ºC to 55ºC -10ºC to 55ºC

Dimensions WxHxD mm 450 x 535 x 635 450 x 535 x 635 265 x 420 x 240 360 x 300 x 420 430 x 340 x 500 390 x 340 x 600 425 x 585 x 405

Weight 45kg 49kg 9.6kg 11.5kg 16kg 23kg 24kg

Quest Engineering – 86 Derby Street Pascoe Vale Victoria Australia 3044

Limited Warranty
Quest electronics are covered in defects in workmanship or materials for a period of 2 years from the original 
date of purchase. Warranty does not cover cosmetic or finish and does not apply to any items which have failed 
due to abuse, accidents, modifications, or any type of misuse. Unauthorized repair shall void the warranty and 
all warranty repairs must be carried out by Quest Engineering or an authorized distributor/service centre. 
Quest Engineering reserves the right to change specifications without notice.

*Specifications to change through product development and local power supply variations 


